COUNTY OF PLACER
woproveD: \eme W DEPARTMENT OF PUBLIC WORKS

DIRECTOR OF PUBLIC WORKS OUTSIDE DROP CONNECTION
6" & 8" SANITARY SEWER ONLY

DATE: JULY, 2005 |NTS|PLATE U-15 (91-1)

e
,.

‘ 2" MIN. SEPARATION

4 MASONRY DAMi% | /— BEDDING
48
—{ 2°
8" MAX—E| REVERSE WYE
5 y 3 SELECT IMPORT MATERIAL,
' ‘ 100% PASSING 3/4” SIEVE
0.20 ABOVE —m h V18 50% SAND EQUIVALENT, MIN.
EXIT PIPE 14 sl OR SLURRY
CROWN, MAX. 4
) S ENCASEMENT CONCRETE SHALL
BT BE POURED AGAINST UNDISTRUBED
EARTH
90" BEND

0.10 ABOVE EXIT / |
PIPE INVERT, MIN. 2’0" MIN.

NOTES:

DROP CONNECTION PIPE AND FITTINGS TO BE SAME SIZE AS LATERAL. FOR CONNECTIONS TO MANHOLES WITH EXIT PIPES 10
IN. DIAMETER OR LARGER, MATCH THE FLOWLINE OF THE DROP PIPE TO THE CROWN OF THE EXIT PIPE.

6 IN. & 8 IN. SEWER, MIN. DROP 24 IN. NOT ALLOWED FOR 10 IN. OR LARGER PIPE.

USE OUTSIDE DROP CONNECTIONS ONLY WITH APPROVAL OF THE ENGINEER.

PIPE TYPE TO BE SAME AS INLET PIPE.

PENETRATE MANHOLE BARREL WITH SMOOTH BORE CUT.
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